REQUEST FOR QUOTATIONS
(THIS IS NOT AN ORDER)

THISRFQ [X]IS [ ]ISNOT A SMALL BUSINESS SET-ASIDE

PAGE OF PAGES
1 10

1. REQUEST NO. 2. DATEISSUED | 3. REQUISITION/PURCHASE
REQUEST NO.
WS56MES-5280-3059

W911XK-06-T-0001 13-Oct-2005

4. CERT. FOR NAT. DEF. RATING
UNDER BDSA REG. 2
AND/OR DMSREG. 1

5a ISSUED BY
CONTRACTING DIVISION
DETROIT DISTRICT, USAED, 477 MICHIGAN AVE
DETROIT MI 48226

6. DELIVERBY (Date)
SEE SCHEDULE

5b. FOR INFORMATION CALL: (Nameand Telephone no.) (No collect calls)
SHARON A LAWRENCE (313) 226-6421

7. DELIVERY
[ X] FoB [ ] OTHER
DESTINATION (See Schedule)

8. TO: NAME AND ADDRESS, INCLUDING ZIP CODE

9. DESTINATION (Consignee and address, including ZIP Code)
ADMINISTRATIVE BRANCH

ST. MARY'S FALLS CANAL

SAULT STE. MARIE MI 49783

TEL: FAX:

10. PLEASE FURNISH QUOTATIONS TO THE ISSUING OFFICE IN BLOCK 5a ON OR BEFORE CLOSE OF BUSINESS:

(Date) 19-Oct-2005

IMPORTANT: Thisisarequest for information, and quotations furnished are not offers. If you are unable to quote, please so indicate on thisform and return
ittotheaddressin Block 5a. Thisrequest does not commit the Government to pay any costsincurred in the preparation of the submission of this quotation or to
contract for supplies or services. Suppliesare of domestic origin unless otherwise indicated by quoter. Any representations and/or certifications attached to this

Request for Quotations must be completed by the quoter.

11. SCHEDULE (Include applicable Federal, State, and local taxes)

ITEM NO.
@

SUPPLIES/ SERVICES QUANTITY UNIT
) (© @

UNIT PRICE AMOUNT
(€) (f)

SEE SCHEDULE

12. DISCOUNT FOR PROMPT PAYMENT [a 10 CALENDAR DAYS b. 20 CALENDAR DAYS |c. 30 CALENDARDAYS d. CALENDAR DAYS

%

% % | No. | %

NOTE: Additional provisions and representations[ ] are [ ] arenot attached.

13. NAME AND ADDRESS OF QUOTER  (Sreet. C)ityv County, State, and

IP Code SIGN QUOTATION

14. SIGNATURE OF PERSON AUTHORIZED TO 15. DATE OF
QUOTATION
16. NAME AND TITLE OF SIGNER (Type or print) TELEPHONE NO.

(Include area code)

AUTHORIZED FOR LOCAL REPRODUCTION
PREVIOUS EDITION NOT USABLE

STANDARD FORM 18 (REV. 6-95)
Prescribed by GSA
FAR (48 CFR) 53.215-1(a)
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Section B - Supplies or Services and Prices
ITEM NO SUPPLIES'SERVICES QUANTITY UNIT UNIT PRICE AMOUNT
0001 1 Lump Sum
REPAIR POE LOCK GATE CYLINDERS---
FFP

IN ACCORDANCE WITH THE ATTACHED SCOPE OF WORK. PLEASE
CONTACT (313) 226-6421 FOR THE DRAWINGS.
PURCHASE REQUEST NUMBER: W56MES-5280-3059

NET AMT

FOB: Dedination
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Section C - Descriptions and Specifications

FY06-REPAIR POE LOCK GATE

Scope of Work
Poe L ock Gate Cylinder Connection Parts

Backaround

The Poe Lock has three (3) sets of miter gates. Each gate set consists of two (2) gate leaves, which are numbered 1-
North, 1-South, 2-North, 2-South, 3-North, and 3-South. These gate |leaves are each operated by a hydraulic cylinder.
The ends of each of these hydraulic cylinders are joined to the gate leaves by a gate connection assembly (see
drawings D2-22/5 and D2-22/8). There are six (6) gate connection assemblies in total. These assemblies have been
determined to be inconsistent with the specifications on the drawing. Specifically, the cylinder gate connection (22/5
4) on gate 3North has failed at the welded joints. It was determined by visual inspection that this joint was
inadequately welded, causing the failure. The remaining connections were ultrasonically tested on each gate and all
were determined to be inadequately welded.

Work Required

The scope of this contract is to rebuild al six (6) of these gate connection assemblies, manufacture one (1) complete
spare assembly, and manufacture one (1) cylinder gate connection (22/5-4).

Parts Supplied

Thefollowing new parts will be supplied by the Government:

3ea Mark 22/8-Z Spherical Bearing

2ea Mark 22/8-AC Shaft Seal

2ea Mark 22/5-5 Bearing Retainer (refurbished)
lea Mark 22/5-9 Pin (refurbished)

lea Mark 22/5-11 Double Sleeve (refurbished)
lea Mark 22/5-12 Sleeve (refurbished)

Required Ddlivery Dates

The following items must be received by these dates. Note that five (5) of the original assemblies will not be available
until after the lock shuts down on 15 January 2006. The availability is as follows: One (1) on 18 January 2006, one (1)
on 20 January 2006, one (1) on 24 January 2006, one (1) on 26 January 2006, and the final one (1) on 30 January 2006.

15 November 2005
lea Rebuilt gate connection assembly
lea New gate cylinder connection

17 January 2006
lea Spare gate connection assembly

2 February 2006
lea Rebuilt gate connection assembly
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15 February 2006

2ea Rebuilt gate connection assemblies

1 March 2006

2ea Rebuilt gate connection assemblies

Specifications

Rebuilding Gate Connection Assemblies

The following specifications must be met on each of the parts when rebuilding the gate connection assemblies:

6ea

6ea

6ea

6ea

6ea

10ea

12ea

6ea

6ea

5ea

6ea

Mark 22/5-1 Flange

- Refurbish original including sandblasting painted areas

- Paint after assembly with Sherwin Williams V-103c black Vinyl Topcoat, or equivalent

Mark 22/5-2 Retaining Ring

- Refurbish originals

Mark 22/5-3 Keeper Plate

- Refurbish and sandblast original

- Paint after assembly with Sherwin Williams V-103c black Vinyl Topcoat, or equivalent

Mark 22/5-4 Cylinder Gate Connection (Option 1)

- Refurbish original by removing all welds and reweld in accordanceto AWSD1.1 Table C8.1 (for ASTM
A373), supplying weld procedure for review beforehand (welds will be ultrasonically tested before part
is accepted)

- Sandblast painted areas

- Build up holeswith weld and rebore
Paint with Sherwin Williams V-103c black Vinyl Topcoat, or equivalent

Mark 22/5-4 Cylinder Gate Connection (Option 2)

- Manufacture new from ASTM A36 Structural Steel and weld in accordanceto AWS D1.1, supplying
weld procedure for review beforehand (weldswill be ultrasonically tested before part is accepted)

- Paint with Sherwin Williams V-103c black Vinyl Topcoat, or equivalent

Mark 22/5-5 Bearing Retainer

- Refurbish original including sandblasting painted areas

- Paint after assembly with Sherwin Williams V-103c black Vinyl Topcoat, or equivalent

Mark 22/5-6 Cover Gasket

- Supply new

Mark 22/5-7 Cover

- Refurbish original including sandblasting painted areas

- Paint after assembly with Sherwin Williams V-103c black Vinyl Topcoat, or equivalent

Mark 22/5-8 Cover

- Refurbish original including sandblasting painted areas

- Paint after assembly with Sherwin Williams V-103c black Vinyl Topcoat, or equivalent

Mark 22/5-9 Pin

- Refurbish original including sandblasting painted areas

- Build up diameter with weld and turn in lathe

- Paint top cap after assembly with Sherwin Williams VV-103c black Vinyl Topcoat, or equivalent

Mark 22/5-10 Flanged Eye

- Refurbish original including sandblasting painted areas
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- Paint after assembly with Sherwin Williams V-103c black Vinyl Topcoat, or equivalent
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5ea Mark 22/5-11 Double Sleeve
- Manufacture new from ASTM A36 Structural Steel
5ea Mark 22/5-12 Seeve
- Manufacture new from ASTM A36 Structural Steel
9%6ea Mark 22/8-C Hex Head Cap Screw
- Supply new
72ea  Mark 22/8M Hex Head Cap Screw
- Supply new
9% ea Mark 22/8V Hex Head Cap Screw
- Supply new
9%ea Mark 22/8W Flat Head Cap Screw
- Supply new
72ea  Mark 22/8-X Heavy Hex Bolts and Nuts
- Supply new
144ea Mark 22/8-Y Plain Washer
- Supply new
3ea Mark 22/8-Z Spherical Bearing
- Supply new
6 ea Mark 22/8-AA O-ring
- Supply new
12ea Mark 22/8-AB O-ring
- Supply new
10ea  Mark 22/8-AC Shaft Seal
- Supply new
6 ea Mark 22/8-AE Hex Head Cap Screw
- Supply new
6 ea Mark 22/8-AV Alemite Fitting
- Supply new
Spare Assembly
The following specifications must be met on each of the parts when manufacturing the spare gate connection
assemblies:
lea Mark 22/5-1 Flange
- Manufacture new from ASTM A148 Grade 90-60 High Strength Steel Casting
- Paint after assembly with Sherwin Williams V-103c black Vinyl Topcoat, or equivalent
lea Mark 22/5-2 Retaining Ring
- Manufacture new from ASTM A276 Type 304 Stainless Steel
lea Mark 22/5-3 Keeper Plate
- Refurbish original including sandblasting painted areas
- Paint after assembly with Sherwin Williams V-103c black Vinyl Topcoat, or equivalent
- Paint with Sherwin Williams V-103c black Vinyl Topcoat, or equivalent
2ea Mark 22/5-5 Bearing Retainer
- Refurbish original including sandblasting painted areas
- Paint after assembly with Sherwin Williams V-103c black Vinyl Topcoat, or equivalent
2ea Mark 22/5-6 Cover Gasket

lea

- Supply new
Mark 22/5-7 Cover



lea

lea

lea

lea

lea

16 ea

12ea

16 ea

16 ea

lea

lea

2ea

2ea

lea

lea
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- Manufacture new from ASTM A36 Structural Steel

- Paint after assembly with Sherwin Williams V-103c black Vinyl Topcoat, or equivalent

Mark 22/5-8 Cover

- Manufacture new from ASTM A36 Structural Steel

- Paint after assembly with Sherwin Williams V-103c black Vinyl Topcoat, or equivalent

Mark 22/59 Pin

- Refurbish original including sandblasting painted areas

- Build up diameter with weld and turn in lathe

- Paint top cap after assembly with Sherwin Williams VV-103c black Vinyl Topcoat, or equivalent

Mark 22/5-10 Flanged Eye

- Manufacture new from ASTM A 148 Grade 80-40 High Strength Steel Casting
- Paint after assembly with Sherwin Williams V-103c black Vinyl Topcoat, or equivalent
Mark 22/5-11 Double Sleeve

- Manufacture new from ASTM A36 Structural Steel
Mark 22/5-12 Sleeve

- Manufacture new from ASTM A36 Structural Steel
Mark 22/8-C Hex Head Cap Screw

- Supply new

Mark 22/8-M Hex Head Cap Screw

- Supply new

Mark 22/8'VV Hex Head Cap Screw

- Supply new

Mark 22/8W Flat Head Cap Screw

- Supply new

Mark 22/8-Z Spherical Bearing

- Supply new

Mark 22/8-AA O-ring

- Supply new

Mark 22/8-AB O-ring

- Supply new

Mark 22/8-AC Shaft Seal

- Supply new

Mark 22/8-AE Hex Head Cap Screw

- Supply new

Mark 22/8-AV Alemite Fitting

- Supply new

Gate Cylinder Connection

The following specifications must be met on each of the parts when manufacturing the gate cylinder connection:

lea

12ea

24 ea

Mark 22/5-4 Cylinder Gate Connection

- Manufacture new from ASTM A 36 Structural Steel and weld in accordanceto AWS D1.1, supplying
weld procedure for review beforehand (welds will be ultrasonically tested before part is accepted)

- Paint with Sherwin Williams V-103c black Vinyl Topcoat, or equivalent

Mark 22/8- X Heavy Hex Bolts and Nuts

- Supply new

Mark 22/8-Y Plain Washer

- Supply new
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Section E - Inspection and Acceptance

INSPECTION AND ACCEPTANCE
Supplies/services will be ingpected/accepted at:

CLIN  INSPECT AT INSPECT BY ACCEPT AT
0001 N/A N/A N/A
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ACCEPT BY
N/A
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Section F - Deliveries or Performance
DELIVERY INFORMATION
CLIN DELIVERY DATE QUANTITY SHIP TO ADDRESS uic

0001 15-NOV-2005 1 ADMINISTRATIVE BRANCH
ST. MARY'SFALLSCANAL
SAULT STE. MARIE MI 49783
FOB: Destination
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Section G - Contract Administration Data



